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WEIGHT: 

DESCRIPTION:

shielded handle, assembly type

NUMBER

5 4 3 2 1

 PART

Withdrawal force: 1.0 - 2.0 kgf
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SCALE:

50-00185

X.XX: 
 0.3 mm

the connector.

DATE DESCRIPTIONREVISION

12/5/11

updated to show coating10/1/12A1

A2

A3

This doesn't affect the function or performance of 
Tip and ring solder contact orientation may vary.  

Function test: no open, no short circuit, no INT

RoHS and REACH compliant

X.X:    
 0.5 mmX:        

TOLERANCES: 

MILLIMETERS
DIMENSIONS ARE IN 

USA

Materials
  1. Contact: zinc, 1-1.5 μm nickel plated
  2. Shell: stainless steel, 1-2 μm nickel plated
  3. Insulator: POM, black
  4. Insulation paper: micarex, natural color
  5. Screw: stainless steel

Ratings
  Operating temperature: -30°C ~60°C
  Current rating: 10 A @ 250 Vac, 10 A @ 500 Vdc
  
Electrical requirements
  Withstand voltage: 500 - 2000 Vac, 800 Vdc
  Insulation resistance: ≥ 100 MΩ
  Contact resistance: ≤ 20 mΩ
  
Mechanical requirements
  Insertion force: 1.0 - 2.0 kgf
  

Connector, audio plug, 6.3 mm, right angle, 
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